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Overall Specification
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Capacity
Swing Over Bed mm 500 600 600 700 700 700
Maximum Turning Length mm 500 700 1000 700 1000 1500
Std Turning Dia mm 200 300 300 400 400 400
Max Turning Dia. mm 300 400 400 450 450 450
Slides
X axis travel mm 200 250 250 250 250 250
Longitudinal (Z Axis) Travel mm 500 700 1000 700 1000 1700
Rapid Feed (X & Z axis) Mimin 24 M 24 14 24 4
Main Spindle
Spindle Motor Power (Cont/30min) kW 9/12 12116 12116 1857255 185/255 185/255
Spindle Bore mm 70 70 70 80 80 80
Spindle Nose Ab Ab Ab AB ASB AB
Max Bar Capacity mm 52 52 51 65 65 65
Spindle speed Range rpm 504000  50-3500  50-3500  50-2500  50-2500  50-2500
Full Power Range rpm  750-3250  500-3250 500-3250  500-2500 500-2500  500-2500
Turret
Mo, of Stations 12 12 12 12 12 12
Mo. of Driven Stations 12 12 12 12 12 12
Tool Holder VDI 25 VDI 30 VDI 30 VDI 30 VDI 30 VDI 40
Max. Live Tool Speed rpm 6000 6000 6000 6000 6000 6000
Live Tool Motor Power kW 2237 2237 2237 1237 2237 1237
Max Boring Bar Dia mm 40 40 40 40 40 50
Tailstock
Quill Diameter mm 85 85 85 85 85 130
Quill Stroke mm 120 120 120 120 120 150
Thrust (adjustable) Kgf(Max) 500 500 500 500 500 500
Accuracy
(asper VDI/DGQ3441)
Positioning Uncertainty mm 0010 0.010 0.010 0.010 0.010 0.010
Weight (Approx) kg 3900 5750 6000 6500 6750 10000
Machine Dimension mm 2690 x 3[00x 3500 x 3500x 3500 x 4615 x
(Approx) 1635 x 1850 x 1850 x 1960 x 1960 x 208] x
1485 1850 1850 1850 1850 2060

Mote ; =All above information is subject to change arising out of continuous product improvement. = The description ‘standard
accessories | feature’ conforms to its list not the phote of machine shown in the catalogue.
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Controller

The CNC System offered with the TMC series machine is
the latest SIEMENS SINUMERIK 810D digital control
system.FANUC Oi TC latest digital control system is also
available as option.

= Simultaneous 3 Axes Control = | 0.4" TFT Color Screen
u Real Time Simulation m Drive Load Bar . Background
Editing w2 MB Memory = Auto Referencing = Oriented
Spindle Stop m Macro Services m Inch/ Metric Switchable
s Online Help = Multiple Repetitive Cycles = Thread
Cutting Cycles = Constant Surface Speed Control
= Rigid Tapping = Pitch Error Compensation = Tool Nose
Radius Compensation = Backlash Compensation
= Direct Drawing Dimension w R$-232C Serial Interface
Port w Inbuilt Calculator = Electronic Handwheel
wPCMCIA Card Slot.

Standard Features

s AC Spindle Drive m AC SERVO Digital Drive
= Monoblock Structure = L. M. Guideways (Roller Type)
s Hyd. Chucking = 8 Station Bi-directional High Speed
Turret = 4nos. Boring Bar Holders = 2 nos. Facing Tool
holders m Auto & Manual Coolant System = Centralised &
Programmable Lubrication w Laser Calibrated Axis for
highly precise positioning accuracy and Repeatability
m Electricals with Quality Devices & Panel with A. C.
= Tailstock with hyd. quill mSet of Sleeves

Productivity
Improvement Options

s Chip Conveyor mBar Feeder mBar Puller sProgrammable
Tail Stock w Part Catcher m Bar Feeder m Steady Rest
= Automatic Loading Unloading System = Large Spindle
Bore m ShopTurn (Siemens) m Manual (Fanuc) = Digital
Tailstock = Auto Door = High RPM Motorized Spindle
s Automatic Tool Setting m Fully tooled up solution to meet

customer needs = Live Quill (Built-in Reveolving Center)
nTwo Speed Gear Box.
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